INDUSTRIAL TOOLS GRIPHOLD:

HEAVY DUTY PIPE WRENCHES

+ GRIPHOLD" Heavy Duty Pipe Wrenches have been designed to is-4003 (part ii)-1986
+ Heavy Duty Handles are made of SG iron and aluminium alloy for maximum strength

+ Movable and fix jaws are made of high strength alloy steel for longer life
+ Handle has been designed to ensure easy and untiring grip

¢ Knurled adjustable nut has been used to ensure easy setting

+ Spring set has been designed for gripholding movable jaws

+ Metallurgy of SG iron handle is as per is-1865-1991

+ Torque test/load test is done as per is-4003 (part ii)-1986

+ Percentage elongation test for the handles is done as per is-1865-1991

Specifications

Apprax Weight Proof Torque/
Part No. Nominal Size Pipe Capacity ( n kgs.) Bending Moment
GA-300 G-300 [SDU) 1470
GA-350 | G-350 14 (350) 14 63 1.1 1.4 1470
GA-450 G-450 18 (450) 27 75 1.9 2.7 2265
GA-600 G-600 24 (600) 27 90 _ 2.8 4.5 | 3265
GA-900 | G-900 | 36 (900) | 38 140 _ 5.2 | 8.8 | 5090
GA-1200 G-1200 48 (1200) 50 165 8.6 16.0 5890
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